
 
 

 

Installing #20 Piston 

Ass'y into #22   

Cylinder 

Installing #17 Front 

Dowel Pin into #22 

Cylinder 

Installing #21 Gasket 

into #22 Cylinder 

Installing #16 

Cylinder Head Ass'y 

into #22 Cylinder 

 

Installing #23 

Rear Dowel Pin 

Into #22 Cylinder 

Putting #25+#24 

Valve Chest Ass’y 

on #22 Cylinder 

Filling #25 Valve 

Chest with 

lubricating oil 

Putting #26 Valve 

Seat on 

#25 Valve Chest 

Putting #27 Valve 

Case on #26 Valve 

Seat 



 
 

Installing the Ass’y   

into the fixture   

 

(  ※  Using fixture is 

not necessary. Fixture 

is just for assembly   

line to assemble   

easily )   

Installing #29 Valve Stem 

(with #30 O‐ring & #28 O‐ring) 

into #27 Valve   

Installing #32 Plug 

Screw and #31 Spring 

Into #27 Valve Case 

(with #18 O‐ring) 

※  Note : The direction of #31 

must follow above   

Putting #15 Main 

Liner on the Ass’y 

Pushing down #15 

Main Liner while 

pressing #29 Valve 

Stem 

Installing the Ass’y   

into the fixture   

 

(  ※  Using fixture is 

not necessary. Fixture 

is just for assembly   

line to assemble   

easily )

#32 

#30 O‐ring 

#28 O‐ring 

#18 O‐ring 

#31 

(Big Side   Small Side) 

#27 



 

 

 

 

 

Installing the Ass’y   

into the fixture   

 

(  ※  Using fixture is 

not necessary. Fixture 

is just for assembly   

line to assemble   

easily )   

Sizing #37 Adaptor 

with 

blue glue 

Screwing #37 Adaptor 

into the Ass’y 

Screwing #37 Adaptor

tightly with fixture 

 

(  ※  Using fixture is 

not necessary. Fixture 

is just for assembly   

line to assemble   

easily )   

Installing #13 

Blade Holder 

Into the Ass’y 

Screwing #13 

Blade Holder 

tightly 



 

 

 
 

 

 

Installing #14 Shock 

Absorbent Spring 

Into the Ass’y 

 

※  Note : The 

direction of #14 must 

follow the picture   

Installing #03 Bushing 

into #07 Body 

Sizing #06 Screw with 

blue glue 

Screwing #06 

Screw into #07 

Body 

Screwing 

another #06 

Screw into #07 

Body 

 

Putting the 

Ass’y (Picture 

25) into #07 

Body (Ass’y) 



 

Installing #47 Muffler 

Into #40A Air Inlet 

Installing #48 O‐Ring 

into #40A Air Inlet 

Installing #18 O‐Ring 

into #40A Air Inlet 

Installing #38 

Connecting Hose 

Into #40A Air Inlet 

Screwing #40A Air 

Inlet (Ass’y) into #07 

Body 

Installing #39 Spring 

Into #40A Air Inlet 

Screwing #40A Air 

Inlet (Ass’y) into #07 

Body 

 

Screwing #04 screw 

into #07 Body 

Putting#01 Saw Blade 

Guide into #07 Body 



 

 

Screwing #05 Screw 

into #07 Body 

Putting #02 Cover 

into #07 Body 

Installing #09 pin into 

#08 Trigger 

 

Installing #09 pin 

into #08 Trigger 

 

Hammering #09 

Pin into #08   

Trigger 

Screwing #12 

Screw into #03 

Bushing in order 

to fix #11 saw 

blade 

Screwing #12 

Screw into #03 

Bushing in order 

to fix #11 saw 

blade 


